AMENDMENT UNDER 37 C.F.R. § 1.1 14(c) 
U.S. APPLICATION NO. 09/740,952 
ATTORNEY DOCKET NO. Q62246 



AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

LISTING OF CLAIMS: 

1 . {Currently Amended) A processing environment determining device for inclusion in a 
telecommunication network, comprising: 

a first retriever that retrieves at l e ast on e processing capability information associated 
with a first and second element for any on e of a t e rminal, a n e twork e l e m e nt of a sub n e twork or 
and a s e nde e provid e r e quipm e nt of a s e rvic e provid e r of said telecommunication network, 
wherein said first retriever retrieves processing capability information from a first capability 
server associated with said first element, and retrieves processing capability information from a 
second capability server associated with said second element, said processing capability 
information retrieved via a technology independent signaling protocol ; and 

an appointing device coupled to said first retriever to appoint[[,]] a processing 
environment to execute fe ^a predefined service between said first and second elements for ef-a 
predefined client, wherein said appointing device determines said processing environment 
according to predefined rules and conditions, and according to said p rocessing capability 
information , on e or mor e out of said t e rminal, said network e l e m e nt and said s e rvic e provid e r 
equipm e nt, and to d e t e rmin e a processing e nvironm e nt to b e us e d to e x e cut e said pr e d e fin e d 
s e rvic e , 
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whoroin said first r e tri e ver r e tri e v e s said proc e ssing capability information from any on e 
of a t e rminal capability s e rv e r of said t e rminal via pr e defin e d t e rminal application op e n signals 
and a n e twork s e rvic e capability s e rv e r of a sub n e twork via pr e d e fin e d n e twork application 
open s e ndee architectur e signals . 

2. (Currently Amended) The processing environment determining device according to 
claim 1, wherein said predefined rules and conditions comprise at least one of: 

user requirements and user preferences of a user that uses said element t e rminal , 
operator requirements and operator preferences of an operator that exploits said network 
element, 

service provider requirements, or and 

service provider preferences of a service provider that operates said-service provider 
equipment coupled to said telecommunication network . 

3. (Currently Amended) The processing environment determining device according to 
claim 1, wherein said processing environment determining device comprises a second retriever 
retrieving at least anyone of user requirements, user preferences, operator preferences, server 
provider requirements^,]] oLservice provider preferences from any on e of said terminal, said 
network e l e m e nts and said s e rvic e provid e r e quipm e nt in order to update said predefined rules 
and conditions. 
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4. {Cancelled). 

5. {Currently Amended) The processing environment determining device according to 
claim 1, wherein said processing environment determining device is coupled to at least 
compris e s any one of a terminal, a home network of said telecommunication network sub- 
n e twork b e ing any on e of a hom e n e twork , a visited network of said telecommunication network, 
and-an intermediate network of said telecommunication network or and-a service provider 
equipment. 

6. {Currently Amended) The processing environment determining device according to 
claim 1, wherein said first retriever retrieves processing capability information associated with 
any one of a User Service Identity Module of said element or t e rminal and terminal equipment of 
said element t e rminal . 

7. {Currently Amended) A terminal capability server of a terminal to be used in a 
telecommunication network, said terminal capability server translating first application signals 
into first predefined terminal application open signals and translating second predefined terminal 
application open signals into second application signals, wherein said first predefined terminal 
application open signals and said second predefined terminal application open signals comprise 
processing capability information to be forwarded to comprise s a processing capability 
environment determining device according to claim 1 . 
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8. {Previously Presented) A network service capability server of a sub-network of a 
telecommunication network, said network service capability server translating first application 
signals into first predefined network application open service architecture signals and translating 
second predefined network application open service architecture signals into second application 
signals, wherein said first predefined network application open server architecture signals and 
said second predefined network application open service architecture signals comprise 
processing capability information to be forwarded to a processing environment determining 
device according to claim 1 . 

9. {Cancelled). 

10. {Currently Amended) A method for determining to be us e d by a processing 
environment for det e rmining m e ans of a telecommunication network, wherein said method 
comprises: 

retrieving by a first r e tri e ving m e ans on e or mor e p rocessing capability information 
associated with a first and second element of said telecommunication network, wherein said 
processing capability information is retrieved from a first capability server associated with said 
first element, and processing capability information is retrieved from a second capability server 
associated with said second element, said processing capability information retrieved via a 
technology independent signaling protocol to any on e of a user t e rminal, a n e twork e l e m e nt of a 
sub network and a s e rvic e provid e r e quipm e nt of a s e rvic e provid e r ; and 
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appointing a processing environment to execute by an appointing m e ans for a predefined 
service between said first and second elements for efa predefined client, wherein said processing 
environment is appointed according to predefined rules and conditions, and according to said 
processing capability information , on e or more out of said t e rminal, said n e twork e l e m e nts and 
said servic e provid e r e quipm e nt to d e t e rmin e th e reby an appoint e d proc e ssing e nvironm e nt that 
has to b e us e d to e x e cut e said pr e d e fin e d s e rvic e , 

wher e in said proc e ssing capability information is retri e v e d from any one of a t e rminal 
capability s e rv e r of said t e rminal via pr e defin e d t e rminal application open signals and a network 
servic e capability s e rv e r of a sub n e twork via pr e d e fin e d n e twork application open s e rvic e 
archit e ctur e signals . 

11. (Currently Amended) A processing environment determining means for inclu s ion in a 
telecommunication network, comprising: 

a first retrieving means that retrieves at l e ast on e processing capability information 
associated with a first and second element for any on e of a t e rminal, a n e twork e l e ment of a sub 
network and a s e rvic e provid e r e quipm e nt of a s e rvic e provid e r of said telecommunication 
network , wherein said first retrieving means retrieves processing capability information from a 
first capability server associated with said first element, and retrieves processing capability 
information from a second capability server associated with said second element, said processing 
capability information retrieved via a technology independent signaling protocol ; and 
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an appointing means coupled to said first retrieving means to appoint[[,]] a processing 
environment to execute fe^a predefined service between said first and second elements for e£a 
predefined client, wherein said appointing device determines said processing environment 
according to predefined rules and conditions, and according to said p rocessing capability 
information , on e or more out of said t e rminal, said network e lem e nt and said s e rvic e provid e r 
equipment, and to determin e a processing environment to be us e d to e x e cut e said pr e d e fin e d 
service, 

wherein said first r e tri e ving m e ans retriev e s said proc e ssing capability information from 
any on e of a t e rminal capability serv e r of said t e rminal via pr e d e fin e d t e rminal application op e n 
signals and a network servic e capability s e rv e r of a sub n e twork via pr e d e fin e d n e twork 
application op e n s e rvic e architecture signals . 

12. {Currently Amended) The processing environment determining device according to 
claim 11, wherein said predefined rules and conditions comprise at least one of: 

user requirements and user preferences of a user that uses said element terminal 
operator requirements and operator preferences of an operator that exploits said n e twork 
element, 

service provider requirements, and 

service provider preferences of a service provider that operates sakl-service provider 
equipment coupled to said telecommunication network . 
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13. (Currently Amended) The processing environment determining device according to 
claim 11, wherein said processing environment determining device comprises a second retrieving 
means retrieving at least anyone of user requirements, user preferences, operator preferences, 
server provider requirements^,]] OLservice provider preferences from any one of said terminal, 
said n e twork elem e nts and said s e rvic e provider equipm e nt in order to update said predefined 
rules and conditions. 

14. (Currently Amended) The processing environment determining device according to 
claim 1 1 , wherein said processing environment determining device is coupled to at least 
compris e s any one of a terminal, a home network of said telecommunication network suk- 
n e twork being any one of a hom e n e twork , a visited network of said telecommunication network, 
and-an intermediate network of said telecommunication network or and-a service provider 
equipment. 

15. (Currently Amended) The processing environment determining device according to 
claim 11, wherein said first retrieving means retrieves processing capability information 
associated with any one of a User Service Identity Module of said element or t e rminal and 
terminal equipment of said element terminaL 
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16. (Currently Amended) A terminal capability server of a terminal to be used in a 
telecommunication network, said terminal capability server translating first application signals 
into first predefined terminal application open signals and translating second predefined terminal 
application open signals into second application signals, wherein said first predefined terminal 
application open signals and said second predefined terminal application open signals comprise 
processing capability information to be forwarded to compris e s a processing capability 
environment determining device according to claim 1 1 . 

17. (Previously Presented) A network service capability server of a sub-network of a 
telecommunication network, said network service capability server translating first application 
signals into first predefined network application open service architecture signals and translating 
second predefined network application open service architecture signals into second application 
signals, wherein said first predefined network application open server architecture signals and 
said second predefined network application open service architecture signals comprise 
processing capability information to be forwarded to a processing environment determining 
device according to claim 1 1 . 

18. (Cancelled). 
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